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WATER SUPPLY
Main water supply system for 
water  utilities and  distribution 
networks.
Water pressure boosting 
system for multi‐storey   
building.

APPLICATIONS

 Thin, clean, non-aggressive liquids which do not contain solid particles or fibres. 
 Maximum Flow – 80 m³/h
 Maximum Head - 320 Metres
 Liquid Temperature – 0 to +70 ºC (Higher up to 120  ºC available as option)
 Minimum Inlet Pressure – In according to the NPSH Curve plus a safety margin of the 

minimum 0.5 Metres Head

INDUSTRY

Water supply system for food industry,    

slaughterhouses, dairies, breweries, hotels, etc

 Pharmaceutical and metal  industries where  

water    pressure boosting is essential  part of 

the process.

 Fire‐fighting
IRRIGATION
 Irrigation for play ground, golf

courses, farm, etc
 Parks and other recreational
 vineyards

Also available – Inverter Control Variable Speed Booster 
System Package designed to your specific need 

OPERATING PARAMETERS

Sectional Drawing & Materials

Item Part Description Material DIN Standard

1 Motor Base Cast Iron GG20

2 Shaft Stainless Steel SS304
Stainless SS316

1.4301
1.4401

3 Pump Top Casing Cast Iron GG20

4 Mechanical Seal Silicon 
Carbide/Carbon/EPDM

5 Impeller Stainless Steel SS304 1.4301

6 Diffuser Stainless Steel SS304 1.4301

7 Outer  Cylinder Stainless Steel SS304 1.4301

8 Sleeve Stainless Steel SS304 1.4301

9 Pump Inlet / Outlet 
Header

Cast Iron
Stainless Steel SS304

GG20
1.4301

10 Elastomer EPDM

11 Pump Base Cast Iron GG20

Pipe Threads Inlet/Outlet
RSV2 , RSV4

Flange Inlet/Outlet
RSV8, RSV16, RSV 32, 
RSV45, RSV64, RSV90
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Electric Motor  ‐ Standard Features:

 Three Phase, 380V ~ 415V 50Hz

 Dimensions According To IEC‐72

 Performance According To IEC‐34

 IE1 Efficiency

 IP 55, TEFC

 Continuous Duty‐S1

Electrical Data – IE1

Electrical Data – IE2

 Ambient Temp. 40

 Class "F" Insulation (Class B Temp Raise)

 Regreasing Nipples Frame Size 160 And Above

 Thermistors fitted in 160M and Above

 High Quality Vacuum Pressure Impregnation (VPI) Stator



Regent Pumps  ‐ RSV‐QX Booster Pump System with Integrated 
Frequency Speed Drive Motor

Regent Pumps booster systems, compact package with easy access to all service parts, all 
motors are fitted with integrated Frequency Speed Drive to ensure of smooth operation and 
manages pump performances to match a wide range of system conditions. Booster system is 
factory assembled and tested, pre‐set according to customer requirement

 Electric Motor IE3 efficiency 380V ~ 415V IP55

 Bearing lubrication for life (up to 7.5kW) 11kW and above, bearing  re‐grease able.

 Frequency Speed Drive – WEG Band

 Stainless Steel SS304  Manifolds with individual isolation valves

 Manifold rated to 16 Bar as Standard (Higher available)

 18 litre pressure vessel mounted on manifold

System Available

 Duplex System (2 pumps)

 Triplex System (3 pumps)

 Quad System (4 Pumps)

Operating Parameters

 Max Flow – 200m3/h

 Max head – 300m

 Manifold – DN25 to DN200

Benefit
 Energy Saving up to 50%

Variable speed based on water demand
 Extended life of pump and motor

Soft start functional to minimise mechanical stress

Energy consumption curve at varying 
pump speed

Maintains constant pressure
Regardless of fluctuating demand



Projects and International Division
Regent Asia Pacific Pty. Ltd.
102‐104, Malcolm Road, Braeside VIC 3195,
P.O.Box 650 Mordialloc
VIC 3172 Australia
Tel: +61 (0) 3 97726742 /  +61 452 045 228
Email: sales@regentap.com.au www.regentap.com.au


